
FASHION 
SCREEN 3%

Textured sheer screen fabrics are the perfect addition to 

your home or work space. If you still want to admire the 

view but at the same time control the sunlight and glare, 

Fashion screen will do it for you with style.

TECHNICAL DATA SHEET

TRANSPARENT



SPECIAL VALUES

CARE & HANDLING

Remove dust with vacuum cleaner or compressed air. Do not use solvents or any abrasive substance which might  
damage the coating of the fabric. Clean with a sponge, soft brush or cloth. Leave the blind down until completely dry. 

Technical Data Sheet

SUITABLE FOR

Roller Panel Vertical

Fashion Screen 3%

GENERAL INFORMATION

Number of Colors 12

Material Composition 30% Polyester / 70% PVC

Openness Factor 3%

Width 280 cm 110.00 in

Thickness (+/- 5%) 0,56 mm 0.0220 in

Weight (+/- 5%) 420 gr/m2  12.39 oz/yd2

Roll Length 30 m 32.81 yd

Color Fastness to Light 8  (DIN ISO 105-B02)

Finish Heat Setting

PVC Free No

Lead Free Yes

Halogen Free Yes

Formaldehyde Free GB/T 2912.1

Phthalates Free Yes 

Flame Retardancy DIN 4102 B1 / EN 13773-1 / NFPA-701/ 

 Califonia U.S. Title 19 / CAN/ULC-S109 /  

 BS 5867 Part 2 / Classe uno (IT)

Fungal Resistance   Yes (ASTM G2149)

Antimicrobial   Yes (ASTM E2149)

Humid Environment Yes 

Suitable for Workstations Yes

Tensile Strength in Warp ≥ 1300 N/5 cm (ISO 13934-2)

Tensile Strength in Weft ≥ 1200 N/5 cm (ISO 13934-2)

Tearing Strength in Warp ≥ 20 N/5 cm (ISO 4674-1)

Tearing Strength in Weft ≥ 20 N/5 cm (ISO 4674-1) 

Manufacturing Procedure Ultrasonic Cutting

Care Instructions Damp Cloth

The technical data above are average values with a +/- 5% tolerance. The values quotes above represent results of standards and internal tests performed and are provided for information only to 
enable to make the best use of our products. Our products are subjects to technical evolutions, we remain entitled to modify the characteristics of our products at any time. Actual product color may 

vary slightly from colors shown on this technical data sheet.
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Technical Data SheetFashion Screen 3%
THERMAL AND VISUAL PROPERTIES | DIN EN 410, EN ISO 52022-1, DIN EN 14501
 
Item 
Number

Color Rs Ts As Rv Tv Av Tuv

S-2001 Silver Birch 49,51% 13,59% 36,90% 55,00% 8,71% 36,29% 5,50%

S-2002 Almond Oil 47,52% 15,96% 36,52% 52,40% 10,19% 37,41% 5,20%

S-2003 Wild Dove 30,58% 6,96% 62,46% 33,30% 4,83% 61,87% 4,50%

S-2004 Moon Rock 13,91% 5,65% 80,44% 14,10% 4,60% 81,30% 4,50%

S-2005 Hemp 30,38% 12,32% 57,30% 32,80% 8,19% 59,01% 5,00%

S-2006 Gravel 38,41% 12,80% 48,79% 41,90% 8,56% 49,54% 5,20%

S-2007 Vetiver 23,84% 10,39% 65,77% 25,50% 7,51% 66,99% 4,90%

S-2008 Celadon 43,18% 10,56% 46,26% 49,00% 6,82% 44,18% 5,20%

S-2009 Arona 26,13% 9,05% 64,82% 25,20% 5,96% 68,84% 5,50%

S-2010 Castlerock 19,95% 7,41% 72,64% 20,00% 5,50% 74,50% 5,30%

S-2011 Black Red 8,03% 5,85% 86,12% 6,60% 5,24% 88,16% 5,20%

S-2012 Dark Slate 4,57% 5,21% 90,22% 4,10% 5,08% 90,82% 5,10%

Rs = Solar Reflection
Rv = Light Reflection 
TUV = Ultraviolet Transmittance

Tv = Light Transmittance
Av = Light Absorption 

Ts = Solar Transmittance
As = Solar Absorption

Glass type C Glass type E Glass type F Glass type G

Ug=1,2 W/(m2K) g=0,59 Ug=0,8 W/(m2K) g=0,55 Ug= 1.1 W/(m2K) g=0,64 Ug= 1.0 W/(m2K) g=0,33

Item Number Color Gtot
Gtot 

Class
Fc Gtot

Gtot 
Class

Fc Gtot
Gtot 

Class
Fc Gtot

Gtot 
Class

Fc

S-2001 Silver Birch 0,4093 1 0,6937 0,3950 1 0,7181 0,4289 1 0,6701 0,2722 2 0,8247

S-2002 Almond Oil 0,4163 1 0,7056 0,4010 1 0,7292 0,4371 1 0,6830 0,2744 2 0,8314

S-2003 Wild Dove 0,4694 1 0,7956 0,4486 1 0,8156 0,5006 0 0,7822 0,2900 2 0,8789

S-2004 Moon Rock 0,5233 0 0,8870 0,4964 1 0,9026 0,5648 0 0,8825 0,3063 2 0,9281

S-2005 Hemp 0,4712 1 0,7987 0,4499 1 0,8180 0,5026 0 0,7853 0,2908 2 0,8813

S-2006 Gravel 0,4452 1 0,7546 0,4268 1 0,7761 0,4716 1 0,7369 0,2830 2 0,8575

S-2007 Vetiver 0,4921 1 0,8340 0,4685 1 0,8518 0,5275 0 0,8242 0,2970 2 0,9001

S-2008 Celadon 0,4292 1 0,7274 0,4128 1 0,7505 0,4527 1 0,7073 0,2781 2 0,8426

S-2009 Arona 0,4843 1 0,8209 0,4617 1 0,8394 0,5183 0 0,8098 0,2946 2 0,8929

S-2010 Castlerock 0,5041 0 0,8544 0,4793 1 0,8714 0,5418 0 0,8466 0,3005 2 0,9107

S-2011 Black Red 0,5425 0 0,9195 0,5134 0 0,9335 0,5876 0 0,9181 0,3121 2 0,9457

S-2012 Dark Slate 0,5536 0 0,9383 0,5233 0 0,9514 0,6009 0 0,9388 0,3154 2 0,9558

Gtot Value = The total transmission value of solar energy through a combination of window en sun protection     
FC-Value = Reduction factor (from 0-1) of the fabric concerning solar energy
Glass type C = Double glazing, with low emissivity and argon cavity  
Glass type E = Triple glazing with low emissivity and argon cavity 
Glass type F = Double glazing with low-emissivity coating on position 3, with 90% argon-filled spacer 
Glass type G = Solar control glazing with 90% argon-filled spacer

The technical data above are average values with a +/- 5% tolerance. The values quotes above represent results of standards and internal tests performed and are provided for information only to 
enable to make the best use of our products. Our products are subjects to technical evolutions, we remain entitled to modify the characteristics of our products at any time. Actual product color may 

vary slightly from colors shown on this technical data sheet.
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Scan the QR-code for more information


